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PART Mo COMPUTER PRODUCED DRAWING
364 605 000 2 MUST NOT BE CHANGED MANUALLY

<i:::::>> N1 [ GREEN SENSOR CHANNEL CONNECTOR.
A CONFORMS TO P54 RATING (BS EN 60529)
WHEN MATED TO SENSOR OR Y-SPLITTER.

== N2 | YELLOW SENSOR CHANNEL CONNECTOR.
— CONFORMS TO P34 RATING (BS EN 60029)
Q WHEN MATED TO SENSOR OR Y-SPLITTER.

N 3 [ AUDIO BEEPER CABLE CONNECTOR.
B CONFORMS TO P54 RATING (BS EN 60529)
WHEN MATED TO AUDIO BEEPER.

@ @ | 0 4 | ECU CONNECTOR - 12 WAY - BROWN.
- /////' CONFORMS TO P54 RATING (BS EN 60529)

(=l (= a WHEN MATED TO EB+ SOFT DOCKING ECU.
i) T
N5 | THIS PRODUCT 1S FULLY COMPLIANT WITH ADR.
¢
O N6 | FOR INSTALLATION INSTRUCTIONS REFER
10 THE LATEST VERSION OF DOCUMENT
GREEN MARKER VELLOW MARKER j? 006 300 035 ON FINDEX.
L::Z::jjiZ/) “'IIMIIIII”
THIS DRAWING/SPECIFICATION USES CLASSIFIED
CHARACTERISTIC SYMBOLS DEFINED IN
D Q QUALITY PROCEDURE 4.17
TO VIEW CHANGE INFORMATION, ACCESS THE
ENGINEERING DOCUMENT DATABASE (EDD) & INPUT
CABLE LENGTH (METRES) THE RELEVANT NUMBER BELOW. EXAMPLE 'C6500"
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